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Self Centring Precision Vise is suitable for 4 and 5 Axis CNC Rotary Table usage, either in horizontal
or vertical machining.

Vise precision of its center repetition position is £0.01mm.

Using high quality alloy steel. Slideway has high frequence heat treatness at HRC 45° or more to
keep the accuracy and its long use life.

Vise hard jaw material is full Steel and heat treatness at HRC 55° or more.

Owing to its good design to use both sides of jaw since it is exchangeable.

Special design for the Self Centring Precision Vise to prevent work piece from bending during
clamping and machining. Thus, it has the best solution in clamping the work piece.
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SELF CENTERING VISES
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LT s Estrength. 11T $E&Zaccuracy.

B3RS PATENT NUMBER 372760
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MODEL A B C D E F G H | J N.W.
TMV-75 80 70 30 5 15 15 120 50 80 75 8kg
TMV-100 105 95 40 5 20 25 160 70 115 100 15kg
TMV-130 135 125 50 5 25 25 210 75 125 130 34kg
TMV-160 165 155 60 5 25 25 250 80 130 160 49kg
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SELF CENTERING VISES

Eﬂﬂﬂﬁﬁﬁstrength EM#sEaccuracy

E
R
5-side machining
A ° Q ° c
g
MODEL A B C D E N.W.

TMV-102 159 | 22 | 130 | 130 | M10 | 3.5kg
TMV-132 209 | 22 | 160 | 160 | M12 | 6.5kg
TMV-162 249 | 22 | 200 | 200 | M12 9kg
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Agood solution for clamping on both turning centres and 5-axismilling machines.

Forquick&easyworkpiececlampingonturningcentresorfor5-axismachiningonmachinecentres.
Round-shaped style occupies less space and reduces interference.

Available are different styles of vise jaws for different machining needs. The TMV vises comewith
different jaw width of 100mm, 130mm, 160mm and 200mm.
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BEfREERIMNES SHEEH
SELF-CENTERING VISES

SEO HIGH TYPE JAW
MODEL A B C D E

‘ TMV-75-d6H | 75 | 35 | 30 | 12 | 15
i TMV-100-J6H | 99 | 56 | 40 | 28 | 20

i TMV-130-J6H | 130 | 75 | 45 | 37 | 22

HHHH\H
‘ TMV-160-J6H | 160 | 85 | 45 | 42 | 22

{KEECO LOW TYPE JAW

MODEL A B C
TMV-75-J6 75 | 25 | 15

TMV-100-J6 | 99 | 33 | 15

TMV-130-J6 | 130 | 40 | 25

oo O
gl m

TMV-160-J6 | 160 | 45 | 25

BB EO JAGGED JAW
MODEL A B C

TMV-75-J9 75 | 25 | 15

TMV-100-J9 | 99 | 33 | 156

TMV-130-J9 | 130 | 40 | 25

W W wiw O
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TMV-160-J9 | 160 | 45 | 25

i ﬁxgﬁm SOFT JAW V ?ED V JAW
~ WODED » B ¢ -~

HHHMHHHH A

i TMV-75-J1 | 75 | 30 | 30 TMV-75-J3 | 75 | 30 | 15

|
TMV-100-J1 99 | 56 | 40

TMV-100-J3 | 99 | 38 | 15

TMV-130-J1 | 130 | 75 | 45 TMV-130-J3 | 130 | 45 | 25

c TMV-160-J1 | 160 | 85 | 45 TMV-160-J3 | 160 | 50 | 25

MBS TMV-75 FFEC] MINIATURE JAW

MODEL A B Cc
TMV-75-J6-20 | 20 | 25 | 30

TMV-75-J6-30 | 30 | 25 | 30

TMV-75-J6-40 | 40 | 25 | 30

g m
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TMV-75-J6-50 | 50 | 25 | 30
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BEEIRINEE SELF-CENTERING VISES

LT 3 Estrength, LT ¥ B accuracy.

EFlI5EIS PATENT NUMBER M598758

MODEL A B Cc D E F G H | J K N.W.
TMV-125-15A | 110 60 150 125 29 89 57 32 3 3 96 9kg

TMV-125-20A | 165 115 200 125 29 89 57 32 3 3 96 11kg

v
ll
4L
>
S,
<
-
Ll
-
2
Ll
Y
b
-
Ll
v

5



ﬂibilb\ﬁﬁﬂﬁﬂkﬁﬁ SELF-CENTERING VISES

Eﬂmﬁlﬁstrength ELITT #8Baccuracy,




EABER
BERINES SELF-CENTERING VISES

LT 3 Estrength, LT ¥ B accuracy.
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MODEL A B Cc D E F G H | J K L N.W.
TMV-47-77A 58 40 77 77 | 17 | 65 | 45 | 20 | 3 | 3 | 52 | 47 2kg

TMV-47-157A | 138 | 120 | 157 | 77 | 17 | 65 | 45 | 20 | 3 | 3 | 52 | 47 | 3.5kg
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I_.IEDZQIL\EE'E SELF CENTERING VISES

LT REstrength, LT ¥E B accuracy,

EETCKINEEEHERINE A% - CNCOERR  TIPATNCNCEIR BN T

FRHPLEBEHEE I REFL0.01mm -

ARV EERAEZH—RAER —RIFMEEEES » BIESEKEEEHRCAS LU » SIJRFSMENT -
FHORAE MM E - EERIEEESZEHRCSS LU L » SIfM@ESEER » BT ORIt R

PSS FRRVIEIBERET » ST LI IRPTEERN TR IEEMMLETH E3EF - SHEIEE

Self Centring Precision Vise is suitable for 4 and 5 Axis CNC Rotary Table usage, either in horizontal or vertical
machining.

Vise precision of its center repetition position is +0.01mm.

Using high quality alloy steel. Slideway has high frequence heat treatness at HRC 45° or more to keep the
accuracy and its long use life.

Vise hard jaw material is full Steel and heat treatness at HRC 55° or more.

Owing to its good design to use both sides of jaw since it is exchangeable.

Special design for the Self Centring Precision Vise to prevent work piece from bending during clamping and
machining. Thus, it has the best solution in clamping the work piece.

MODEL A B C D E F G H N.W.
TMV-75A 180 123 | 200 | 78 | 27 | 80 | 50 | 30 | 6.6kg
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r.lib%?’b\l?ﬁﬂ SELF CENTERING VISES

LT 3 Estrength, LT ¥ B accuracy.

MODEL A B Cc D E F G H I J N.W.
VSC-100-5XC | 100 | 310 | 340 95 90 85 155 | 23 | 18 | 30~110 | 37kg

VSC-130-5XC | 130 | 410 | 510 | 100 | 100 90 205 | 23 | 18 | 30~220 | 45kg

VSC-160-5XC | 160 | 490 | 590 | 110 110 | 102 | 245 | 23 | 18 | 30~280 | 68kg

VSC-200-5XC | 200 | 565 | 665 | 120 | 120 | 113 | 282 | 23 | 18 | 30~335 | 110kg
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MCHRA RN EH [
MC DOUBLE-CLAMPING PRECISION VICE

LT 3 Estrength, LT ¥ B accuracy.

EFISEE PATENT NUMBER 256258
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Features:

Hilding work-piece firmly in single and multiple setup.
Double self-centering function.
Each self-centering clearence within £0.010mm

SIS TS A ° 1 M eI T 1|
Three clamping way for choice - - - - -1l e o o - - IIs
.
| ° Fl
= IS R 4O
] 5 e e |
MODEL A B C D E F G H N.W.
VSC-100 340 310 100 95 23 45 60-140 205-275 30kg
VSC-130 510 410 130 100 23 50 60-250 210-405 40kg
VSC-160 590 490 160 110 23 55 60-315 235-485 60kg
VSC-200 665 565 200 120 23 60 60-370 255-560 100kg
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DOUBLE-LOCK MECHANICAL VISE

LT3 Estrength, LT ¥ B accuracy.
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Features:

Special device its can clamp two different size of workpiece at the same time.

Take apart fixed block from the vise center so as to clamp larger workpiece.

There are fixed-height of vise body and jaws so that can be used in both the vertical andhorizontal position.
Apply to small CNC machine center. Serveral vises can be combined and used together.Soft jaws is optional.
Special angle lock design can prevent workpiece be floated during clamping and machining.

Thus,it has the best solution in clamping the workpiece.
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MODEL A B C D E F G H I J N.W.
VSC-100A 100 310 340 95 45 70 155 23 18 35 35kg

VSC-130A 130 410 510 100 50 75 205 23 18 90 43kg

VSC-160A 160 490 590 110 55 85 245 23 18 115 65kg

VSC-200A 200 565 665 120 60 95 282 23 18 135 | 105kg
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DOUBLE-LOCK MECHANICAL VISE

LT 3 Estrength, LT ¥ B accuracy.

I
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Features:

Special device its can clamp two different size of workpiece at the same time.

Take apart fixed block from the vise center so as to clamp larger workpiece.

There are fixed-height of vise body and jaws so that can be used in both the vertical andhorizontal position.
Apply to small CNC machine center. Serveral vises can be combined and used together.Soft jaws is optional.
Special angle lock design can prevent workpiece be floated during clamping and machining.

Thus,it has the best solution in clamping the workpiece.

c
MODEL A B C D E F G H I J K L NW
VSC-100AA | 100 | 310 | 340 | 95 | 45 | 22 | 165 | 23 | 18 | 90 35 | 20 | 35kg
VSC-130AA | 130 | 410 | 510 | 100 | 50 | 256 | 205 | 23 | 18 | 150 | 90 | 20 | 43kg
VSC-160AA | 160 | 490 | 590 | 110 | 65 | 27 | 245 | 23 | 18 | 180 | 115 | 20 | 65kg
VSC-200AA | 200 | 565 | 665 | 120 | 60 | 30 | 282 | 23 | 18 | 210 | 135 | 20 | 105kg
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DOUBLE-LOCK MECHANICAL VISE

LT 3 Estrength, LT ¥ & accuracy.
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Features: NABEREEER—EBE

Special device its can clamp two different size of workpiece at the same time. RILEEIRDLESHRSHORLE -

Take apart fixed block from the vise center so as to clamp larger workpiece.

There are fixed-height of vise body and jaws so that can be used in both the vertical andhorizontal position.
Apply to small CNC machine center. Serveral vises can be combined and used together.Soft jaws is optional.
Special angle lock design can prevent workpiece be floated during clamping and machining.

Thus,it has the best solution in clamping the workpiece.

ZERSSRERER Tk B TEAmmI PO SRR S -

Three clamping way for choice
'V. £ "
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MODEL A D E F G H | J N.W.

MLD-100A | 470 110 100 65 23 45 55 60 55 70 25kg
MLD-160A | 580 150 160 90 23 60 80 66 80 80 50kg

DOUBLE-LOCK MECHANICAL VISE
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DOUBLE LOCK MECHANICAL VISE

LT 5 Bstrength, Em*alﬁaccracy
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Features: NARBRE TS EEE
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Special device its can clamp two different size of workpiece at the same time.
Take apart fixed block from the vise center so as to clamp larger workpiece.
There are fixed-height of vise body and jaws so that can be used in both the vertical andhorizontal position.
Apply to small CNC machine center. Serveral vises can be combined and used together.Soft jaws is optional.
Special angle lock design can prevent workpiece be floated during clamping and machining.

Thus,it has the best solution in clamping the workpiece.

TVERFFTSEHER

Six clamping way for choice
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MODEL A B C F
MLD-100 400 110 100 65 23 45 55 60 55 25kg
MLD-160 500 150 160 90 23 60 80 66 80 50kg
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